
MINI CEILING MOUNT

We have created a Ceiling Mount split system evaporator. Cellar contractors have asked for a design that does not take away 

the environment, allows for maximum racking space, and is virtually invisible in the cellar. Designed with the highest quality, 

invisible cooling system. Included is the quality and reliability that contractors have come to expect from WhisperKOOL.

NOTE:

Exterior condenser housing, 24V thermostat conversion kit, condenser coil coating

• Allows for maximum racking space

• Advanced electronic display system

• Includes a condensate pump system

• Standard and 24V thermostat option

Cellar Size 500 cu. ft.*

BTU/h (85°F condenser air intake 

temperature)
Low: 1643 • Med: 1730

CFM 107

Dimensions Evaporator: 25.05” L x 11.34” W x 11.17” H  •  Condenser: 13.97”L x 15.85”W x 9.86”H

Refrigerant R-134a

HP 0.7

Voltage Rating Evaporator: 115V (15 amp dedicated circuit required)  •  Condenser: 115V (15 amp dedicated circuit required)

Weight (lbs) Evaporator: 40  •  Condenser: 38.8

Amps Evaporator: 1 (running amps)  •  Condenser: LRA 26/RLA 4.4

Line Set Liquid Line 1/4”  •  Suction Line (Less than 50ft. 3/8”) (Greater than 50ft. 1/2”)

Drain Line ¼” ID clear plastic tubing (not provided)

Installation Evaporator is installed in the cellar. Condensing unit can be installed up to 100 line feet from evaporator unit.

Thermostat Advanced digital display (50ft. cable), liquid-temperature-measuring bottle probe (50ft. cable )

Temp. Delta Can maintain a 55°F cellar temperature with up to 110°F condenser air intake temperature

Warranty Two-year limited warranty (parts and labor)

Features

Key Features

Optional Accessories

  Heat load calculations should always be performed prior to selecting a cooling unit.

Approved
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• Flare fittings for easy installation

• 2-speed fan switch

• Duramax coils

• Hex mesh grille with air filter


